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CATSE UTP PATCH
LEADS - 100MHZ

The Category 5 enhanced UTP patch leads conform T
to the TIA/EIA-568-B specification. Patch leads are
wired to the T568A pinout specification with tangle v NI,
free latch down plugs and slimline injection molded

boots in various colours and lengths.

FE ATU RES T568A Cabling Pinout Specifications

«  Produced by an ISO9001 and 1SO14001 B
certified manufacturer © g -Ooenge
« 100% tested and channel certified by 3P, UL [g o PILLLLL
and ETL @ 2. omngerhite L |i, L
* Available in 10 colours [Q e Green TIA (T568A)
* Covered by lifetime warranty © - -Greenmnie
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PRODUCT CODES
LENGTH BEIGE BLACK BLUE GREEN GREY ORANGE RED YELLOW PURPLE WHITE
0.3M PI-C5E-PP PLK-C5E-PP PLE-CSE-PP PLR-C5E-PP PLW-CS5E-PP
0.5M PL-C5E-0 PLK-C5E-0 PLE-C5E-0 PLG-C5E-0 PLGY-C5E-O | PLO-C5E-O0 PLR-C5E-0 PLY-C5E-0 PLP-C5E-O PLW-C5E-0
0.75M | PL-C5E-TQ PLK-C5E-TQ PLE-C5E-TQ | PLG-C5E-TQ | PLGY-C5E-TQ | PLO-C5E-TQ | PLR-C5E-TQ | PLY-CSE-TQ PLP-C5E-TQ | PLW-C5E-TQ
™ PL-C5E-1 PLK-C5E-1 PLE-CS5E-1 PLG-C5E-1 PLGY-CS5E-1 PLO-C5E-1 PLR-C5E-1 PLY-C5E-1 PLP-C5E-1 PLW-C5E-1
1.5M PL-C5E-1H PLK-CSE-TH PLE-CSE-1H PLG-CSE-1H | PLGY-C5E-1H | PLO-CSE-1H | PLR-C5E-1H PLY-C5E-TH FILUP-CSIEIF PLW-CS5E-TH
2M PL-C5E-2 PLK-C5E-2 PLE-CSE-2 PLG-CSE-2 PLGY-C5E-2 | PLO-CS5E-2 PLR-C5E-2 PLY-C5E-2 PLP-CS5E-2 PLW-CS5E-2
3M PL-C5E-3 PLK-C5E-3 PLE-C5E-3 PLG-C5E-3 PLGY-C5E-3 | PLO-C5E-3 PLR-C5E-3 PLY-C5E-3 PLP-C5E-3 PLW-C5E-3
4M PL-C5E-4 PLK-C5E-4 PLE-C5E-4
5M BIECSES FUECSES FUECEES BIGEE5ES; BEGY=CEE-5MN BRII©S@5E=5 BIRS@SEZ5 BINEESESS FUPHCESED PLW-CS5E-5
7.5M PL-C5E-7H PLK-CSE-7H PLE-C5E-7H PLG-CSE-7H | PLGY-CSE-7H PLR-C5E-7H PLY-CS5E-7H PLW-CS5E-7H
10M PL-C5E-10 PLK-C5E-10 PLE-C5E-10 PLG-C5E-10 | PLGY-C5E-10 PLR-C5E-10 PLY-C5E-10 PLW-CS5E-10

12.5M | PL-C5E-12H
15M RIECSESS PLK-CSE-15 PLE-C5E-15
20M PL-C5E-20 PLK-CS5E-20 PLE-C5E-20
25M PL-C5E-25
30M PL-C5E-30
35M PL-C5E-35
40M PL-C5E-40
50M PL-C5E-50




