
Packaging Outer package 1

Outer package 2

GENERAL INFORMATION

Description
12-way polypropylene terminal blocks.
Supplied with screws engaged at 1/3.

Technical details
Glow wire test: 960 °C.

LOGISTIC INFORMATION

Caracteristics
Référence Nouvelle-Zélande : BIZ320008
Color : White
Section (mm²) : 10
Length (mm) : 131
Height (mm) : 16
Depth (mm) : 20
Voltage (V) : 400
Current (A) : 57
Quantity : 10
Codigo Brésil : 320139

Benefits
Ultra-flexible blocks.
Can be separated in 1.5 turns without the
use of tools.

Compliance marks

Terminals 10 mm², White

Plastic film
Height (cm) : 14
Length (cm) : 10
Depth (cm) : 3

Net weight (kg) : 0.491
Gross weight (kg) : 0.503

Carton box
Height (cm) : 19
Length (cm) : 30
Depth (cm) : 23

Net weight (kg) : 9.82
Gross weight (kg) : 10.0620x

Pallet
Height (cm) : 120
Length (cm) : 120
Depth (cm) : 80

Net weight (kg) : 883.8
Gross weight (kg) : 905.41800x

TECHNICAL SHEET BIZ320008
BIZ 320 008
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