BRIGHTLIGHT

PRODUCT SPECIFICATIONS

SINGLE COLOUR DIMMING CONTROL TOUCH PANEL | BLUETOOTH / DMX

CODE

BL-PC-LT-UB1

FUNCTION

— Single colour LED ribbon strip dimming via
bluetooth or DMX signal.

— Onloff, brightness shortcuts & wheel, preset
scene keys

— Can control up to four zones; four
independent scenes can be saved per zone

— The L-Home control phone app is required
for Bluetooth setup & to save scenes on
the UB Series touch panels. It can also be
used to control the system via Bluetooth as
a separate remote.

W75 x L120 x D29.5mm INGRESS Indoor use only
(recessed W43.5 x PROTECTION

H63.5 x D20mm) WIRELESS Bluetooth 5.0 SIG Mesh
CNC aluminium frame PROTOCOL

and 2.5D tempered

OUTPUT SIGNAL  DMX 512
glass
Mount panel plate onto
standard flush box (not ZONES 4
supplied)
5 years CONTROLLER Compatible via either

bluetooth or DMX with
BL-PC-LTB5DMX-4A-S

VOLTS 12-24V DC DIMENSIONS
Powered by Class 2
OPERATING TEMP.  -20°C ~ +55°C
HOUSING
MOUNTING
WARRANTY
l] COMPLIANCE
L-HOME CONTROL APP e
The L-Home app is required for
bluetooth & scene setup on UB
touch panels.
It is not required for wired DMX
setup, but in all installations it
can also be used as a remote.
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Compatible with any
DMX decoder

MAX. DISTANCE Bluetooth: 30m
FROM RECEIVER  DMX cable: 300m
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Actual product characteristics may vary. Bright Light reserves the right to improve, modify or update the product designs without prior notice.



