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AVO NEW ZEALAND

MOTOR AND PHASE ROTATION INDICATOR
Model: CEMDT-902

KEY SPECIFICATIONS/SPECIAL FEATURES:

* Hand held, battery-operated instrument, to detect the rotary field of three-phase
* system and determine motor-rotation direction

*  Features:
* Magnetic field detection
* Non-contact rotary field indication
* Determine rotary field indication

®* Determine the motor connection
* Nominal test voltage: 1 to 400V AC
* Nominal voltage phase indirection: 120 to 400V AC
* Nominal test current: less than 3.5mA
* Frequency: 2 to 400Hz
* Current consumption: 20mA
*  Humidity: 15%-80%
* Operating temperature: 0 to 40 degrees C
* Pollution degree: 2
* Humidity: 15 to 80%
* Power supply: 9V alkaline, IEC 6LR61
* Measurements : 130 x 69 x 32mm

* Weight : 130g
* Accessories:

Gift box with carrying case, test leads and clips, 9V battery and user manual

AVO New Zealand (TR Lord)
35A Leslie Hills Drive Riccarton, 8041, or PO Box 8921, Riccarton, 8440, Christchurch, New Zealand
Phone:0800 485 990, Fax:+64-3-348-5993, Email: sales@avo.co.nz, Web: www.avo.co.nz,



