Product data sheet
Characteristics

40TWSA-BB

Toggle adaptor, Clipsal Solis T Series, for wiser
module, brushed brass
HICLIPSAL

by Sehnelder Electric

:

Main

Launching in : SEP 2025

Range

Clipsal Solis T Series

Product or component type

Adaptor

Outlet standard deviation

Complementary

Australian/New Zealand

Device mounting Flush
Control type Toggle switch
Fixing mode Click-in
Colour tint Brushed brass
Installation direction Horizontal
Surface finish Aluminium
Surface treatment Metallic
Number of rocker 1
Material Aluminium
Height 51 Mm
Width 22 Mm
Depth 30 Mm
Product certifications RCM
Environment
Ambient air temperature for operation 0...45°C
Relative humidity 10...95 %
Packing Units
Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Height 3.5Cm
Package 1 Width 7.5Cm
Package 1 Length 7.5Cm
Package 1 Weight 337G
Unit Type of Package 2 BB1
Number of Units in Package 2 4
Package 2 Height 15.5Cm
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Package 2 Width

8Cm

Package 2 Length 8Cm

Package 2 Weight 218 G

Unit Type of Package 3 CAR

Number of Units in Package 3 120

Package 3 Height 34 Cm

Package 3 Width 36 Cm

Package 3 Length 48 Cm

Package 3 Weight 4.524 Kg

Offer Sustainability

Total lifecycle Carbon footprint 10 kg CO2 eq.

Carbon footprint of the manufacturing- 2.7632590673631907
phase [A1 to A3]

Carbon footprint of the manufacturing- 3 kg CO2 eq.

phase [A1 to A3]

Carbon footprint of the distribution phase [A4] 0.006064055279754602
Carbon footprint of the distribution phase [A4] 0 kg CO2 eq.

Carbon footprint of the installation phase [A5] 0.0010930138055214723
Carbon footprint of the installation phase [A5] 0 kg CO2 eq.

Carbon footprint of the use phase [B2, B3, B4, B6]
REACH free of SVHC

24.842100000000002

Yes

Carbon footprint of the use phase [B2, B3, B4, B6] 25 kg CO2 eq.

Toxic heavy metal free Yes

Mercury free Yes

Sustainable packaging No

RoHS exemption information &

Carbon footprint of the end-of-life phase [C1 to C4] 0.02012801380552147

Carbon footprint of the end-of-life phase [C1 to C4] 0 kg CO2 eq.

Total lifecycle Carbon footprint 10

EU RoHS Directive Compliant 2

REACh Regulation 7

Take-back No
Product Life Status : Precommercialisation
2 Schneider


https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=40TWSA-BB_ROHS_DECLARATION&p_FileName=40TWSA-BB_ROHS_DECLARATION_AU_en-AU.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=40TWSA-BB_ROHS_DECLARATION&p_FileName=40TWSA-BB_ROHS_DECLARATION_AU_en-AU.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=40TWSA-BB_REACH_DECLARATION&p_FileName=40TWSA-BB_REACH_DECLARATION_AU_en-AU.pdf

