
Recessed EffectShallow Retrofit

350mA DC 12V AC/DC

Specifications

R681 R681

Input 350mA DC: Constant Current or 12V AC/DC: Constant Voltage

Colour Temp 3000K or 4000K

CRI 90

Lifespan 60,000hrs (L80 B10)

Binning SDCM 3

Material Aluminium

IP Rating IP54

Classification IC-F / IC-4

Driver/Trans Sold separately

Dimming/Control Dimmable

Application Interior, recessed, suitable for zero clearance installs

Warranty 5 Year Warranty

BlackWhite Satin Chrome

Cut Out Ø 60mm

Lumens 210lm

Cut Out Ø 60mm

Lumens 170lm

Dimensions D70 x H15mm

Watts 3W

Beam 110°

Dimensions D70 x H15mm

Watts 3W

Beam 110°

Available In
Description Code

350mA CC 3000K 4000K
White R681-W3K-CC R681-W4K-CC
Black R681-B3K-CC R681-B4K-CC
Satin Chrome R681-SC3K-CC R681-SC4K-CC

Description Code

12V AC/DC CV 3000K 4000K
White R681-W3K-12V R681-W4K-12V
Black R681-B3K-12V R681-B4K-12V
Satin Chrome R681-SC3K-12V R681-SC4K-12V
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