
Bollard Surface Mount 
24W  LandscapeX451-3

DIMENSIONS Length: 180mm, Width: 180mm
Height: 250, 600 or 1000mm

COLOUR TEMP 3000K Warm White

LUMENS 180°/895lm, 360°/1015lm

CRI >80

LIFESPAN 54,000 hours (L70 B50)

BEAM ANGLE 180° or 360°

BINNING SDCM 3

MATERIAL 6063 Aluminium

IP RATING IP65

IK RATING IK08

DRIVER Incorporated, Non-dimmable or Dali Dimmable

ELECTRICAL CLASS Class I luminaire, requires earth.

APPLICATION Exterior Commercial and Residential

WORKING TEMP -30°C...+45°C

WARRANTY 5 Year Warranty

SPECIFICATIONS

AC
240V

24
WATTS

<1015
LUMENS

DESCRIPTION CODE

Anchor Kit X450-JBA

ACCESSORIES

Model - Finish Colour Temp - Dimmable - Beam Angle

AVAILABLE IN

Example code =  X452-B3K-360D   (600mm height, Black, 3000K, 360° beam).

X451 (250mm)
X452 (600mm)
X453 (1000mm)

B   = Black- 3K	 = 3000K - DD = Dali Dimmable - 180D = 180° beam
360D = 360° beam


