L1legrand’

DATASHEET | 24.09.2024 | 1sur2

Product sheet

Product charateristics

Category 6A STP : Data rate up to 10 GigaBit/s. This
allows you to download a 1 GigaByte file in 1 second.
Shielded connector.

Ergonomic design enables quick toolless connection. A
greater comfort for reduced effort.

Anthracite grey locking tab

Set of 24 connectors delivered in 100% recycled

cardboard packaging, without plastic film and ready to use

Recommendations / Restrictions

Conforms to standards ISO/IEC 11801 series ANSI/TIA 568
series EN 50173 series

LINKEO C LEGRAND

Linkeo C - Set of 24 RJ45 connectors category 6A STP
Keystone

REF. 632905 | EAN. 3414972227216

No price to display

> Visit e-catalogue

The product's benefits

Installation

e LINKEO C keystone connector is designed to make
every step of the installation and maintenance
process quick and easy. Each connector can be
terminated under 1 minute 10 seconds. And
disconnected and re-terminated, without tools or any
damage, in a matter of seconds. Connectors stay
ready to use, again and again.

Usage

o The design of the connector eliminates any risk of
accidental opening. Its mechanical locking clip
secures the termination and transmission of data

Advantages

e The jack and the lever can be separated to ease the
process of re-termination.
o 25-year warranty

Documentation

TECHNICAL DOCUMENTATION
E  s000117683FR-02.pdf | PDF (4.59Mo)
(]  LE13273AApdf | PDF (4.2Mo)

E  S000117683EN-02.pdf | PDF (4.59Mo)

CAD & Design specs / BIM
RJ45 STP_FRA.rfa | RFA (0.61Mo)
RJ45 STP_ENG.rfa | RFA (0.61Mo)

CATALOGUE PAGE & OTHERS

ex223001_0941.pdf | PDF (0.1Mo)

Agreements & Certificates

LGRP-01493-V02.01-FR.pdf | PDF (1.22Mo)


https://www.legrand.com.lb/en/catalog/products/linkeo-set-of-24-rj45-connectors-category-6a-stp-keystone-632905
https://www.legrand.com.lb/en/catalog/products/linkeo-set-of-24-rj45-connectors-category-6a-stp-keystone-632905
https://assets.legrand.com/pim/NP-FT-GT/S000117683FR-02.pdf
https://assets.legrand.com/pim/NP-FT-GT/LE13273AA.pdf
https://assets.legrand.com/pim/NP-FT-GT/S000117683EN-02.pdf
https://assets.legrand.com/pim/DOCUMENT/ex223001_0941.pdf
https://assets.legrand.com/pim/AUTRE/RJ45 STP_FRA.rfa
https://assets.legrand.com/pim/AUTRE/RJ45 STP_ENG.rfa
https://assets.legrand.com/pim/DOCUMENT/LGRP-01493-V02.01-FR.pdf
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E  A0C-0473-3P-1220426 (LK63) | (0.11Mo)
E  LGRP-01493-V02.01-EN.pdf | PDF (1.25Mo)

& LGRP-01493-V01.01-EN.pdf | PDF (0.81Mo)


https://assets.legrand.com/pim/Certif/LGNTQPIHIV.PDF
https://assets.legrand.com/pim/DOCUMENT/LGRP-01493-V02.01-EN.pdf
https://assets.legrand.com/pim/DOCUMENT/LGRP-01493-V01.01-EN.pdf

