Catalogue No: |SOBBS1 G

BACK BOX ONE GANG SHALLOW H101xW101xD38mm GREY

1. Entries in .
machined with holeaaw of similar
2. When mounting: 220/10 caps must
be glued into bosses to ensure
1P rating is maintained
3. Recommended tightening of cover
screws s 0.5Nm.
it exceeded IP rating may be void
4. To ensure IP rating conduit entries.
should be sealed using suitable
sealant. ag: PVC Glue.

5. Bators frling beidge, apply silicons
sealant 1o slots (ses Mustration]

Representative Photo Only

(actual product may vary based on configuration selections)

SPECIFICATIONS

One Gang Back Box Shallow Grey

e Large range covering 10 to 50A in 3, 4 and 5 pin
configurations

e Components available: Switched Socket outlets,
Switches, Socket Outlets, Plugs, Extension Sockets,
Appliance Inlets, RCD Protected Outlets, Back Boxes
and large range of accessories

e High ingress protection of IP66 across the range

e User friendly design with extruded ribbed grips, large
switch handle and large socket latches for easy
operation with or without gloves

e Suitable for most industrial and commercial
applications

o Designed and tested to AS/NZS 3112 and AS/NZS
3123

Product Series ISO
Component Type Plugs And Sockets Shallow
IP Rating 1P66

Material, Body / Housing

PC (Polycarbonate) material

Colour, Body / Housing Grey colour

Chemical Resistant Body / Housing No body

Number of Gangs 1 qty

Height 101 mm

Width 101 mm

Depth 38 mm

Standards Compliance AS/NZS 3112:2004
AS/NZS 3123:2005
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