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NEON FLEX

NEON STRIP GEN3006

DIMENSIONS

TECHNICAL SPECIFICATIONS

FEATURES

ACCESSORIES

LUMEN
(lm/m)

POWER
(W/m)MODEL NO. LED

QUANTITY
COLOUR

TEMPERATURE
(K)

CRI
INPUT

VOLTAGE
(V)

BEAM
ANGLE

(°)

• Seamless and uniform light output, dot free
• Side bend and top bend
• LED strip covered in a sealed silicone rubber sleeve
• Connection length can be extended by certain LED drivers,
   controllers and repeaters
• Dimmable with compatible controller or dimmable LED driver
• 24V constant voltage LED driver required
• LED lifespan: 50000 hours @ L70, Ta 25°C
• Ta: -25°C to +60°C

GEN3006 WW

GEN3006 CW

GEN3006 DL

300

312

312

24 (DC)

3000

4000

6000

6 >90 238LEDs/m120

8

8

11
Side

12
Max Run

350 5050

8

Unit: mm

Free Cut

Side Bend diameter < 300mm
Top bend diameter < 100mm

GEN3006/
MOUNTING CLIP

GEN3006/
END CAP WITH HOLE

GEN3006/
END CAP WITHOUT HOLE

 

GEN3006/
ALUMINUM PROFILE 1M

GEN3006/
ALUMINUM BENDABLE PROFILE 1M


