
Other possible options include body length and material

There are also specialist types such as High Temprature, Chemical resistant, Spatter ( From Welding ) resistant, even Anti Microbial

Size

Mounting Style

Shielded OR unshielded

Supply Voltage AC OR
DC

2 Wire OR 3 Wire

(DC ONLY) NPN or PNP

Connection Type

Plug in or Pre wired

Output Logic

Normally open OR
Normally Closed

M8 M12

Flush mounting (Shielded) Protruding (Non-Shielded)

If the sensor is plug in, then a cable is
needed. Cables can be supplied with Straight
or angled plugs and in various lengths

(+) Brown
10-30VDC

(OV) Blue

20-264VAC

(+) Brown
10-30VDC

(OV) Blue

Capacitive Only

Block Type Smooth 34mm
Body

Almost always Non Shielded

M18 M30

(+) Brown
10-30VDC

NO

On

Off

(OV) Blue

NC
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Body Diameter

S08

M12

Sensing Range

8mm

12mm

Body Length

18mm

M30

S

M18

30mm

Shield

Short BodyK

L Long Body

02 2mm

Shielded

N Non Shielded

04

08

15

16

20

4mm

8mm

15mm

16mm

20mm

Connection Type

WP

M1

MC

Pre-Wired- Usually 2m.
5m Available on request

Plug in, 4pin M12

Plug in, 3pin M8

Output Type

B

C

PNP, Or positive
switching

NPN, Or negative
switching

Operation Mode

1 Normally Open

Normally Closed2

E2B


