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Installing 

the product

� After installation this product must not be modified in any way.

HAZARD OF ELECTRIC SHOCK OR ARC FLASH

� This product must be installed and serviced by appropriately qualified 
and/or licenced electrical personnel.

� Isolate the electrical supply before doing any work on this product.

� Ensure that the product has been correctly installed and tested for 

safe operation before reconnecting the electrical supply.

Failure to follow these instructions will result in death or serious injury. 

DANGER

NNZ55427

(1x TPS 

only)

(2+ TPS)

APPLY SEALANT

Removing the skin

for maintenance

Customer care
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PRESS

Schneider Electric (Australia) Pty Ltd

33-37 Port Wakefield Road, Gepps Cross SA 5094

Customer Care: 13 73 28

Email: customercare.au@se.com

Warranty:

https://www.se.com/au/en/about-us/legal/terms-and-conditions.jsp

www.se.com

Schneider Electric (NZ) Ltd

Building 6, 60 Highbrook Drive, East Tamaki, Auckland 2013

Customer Care: 0800 652 999

Email: sales@nz.schneider-electric.com

Warranty:

https://www.se.com/nz/en/about-us/legal/terms-and-conditions.jsp

www.se.com

Warranty information

We warrant this product for 2 years. 

See Warranty links in the contact 

details for your product brand below.

 PUSH 4x CORNER CLIPS


