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Product data sheet PDL391C-XB

Characteristics Cover frame, PDL iconic, single switched GPO
horizontal, 10A, 250V, black

Main
Range PDL Iconic
Aesthetic name Iconic
Product or component Cover frame
type
Colour tint Black
Type of packing Polybag
Quantity per set Set of 20
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Complementary g
Range compatibility socket z&
Product destination Socket 4 E
= C o
Device mounting Flush g% c
Q=
Number of gangs 6 gangs vertical 5 §§
T o+
Fixing mode Clip-on S8 g’
238
Surface finish Matt 2%5=
o0%
Material PC (polycarbonate): skin 022
£85%
ABS (acrylonitrile butadiene-styrene): skin 5 %g
. [o=
Height 120 mm g ?;g
Width 78 mm 88°%
85
Depth 12 mm 25 3
Zzo
Net weight 0.02 kg °5 s
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Environment 85 %
o = B
Ambient air temperature for operation 0...45°C K i_;
208
Relative humidity 10...95 % gz
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Offer Sustainability £38
a9
Sustainable offer status Green Premium product g; §
2358
REACh Regulation & c2%
258
REACh free of SVHC Yes 85 &
. . £8S
EU RoHS Directive Compliant 7Y %ﬁg
65
Toxic heavy metal free Yes §§ %
S>5T
Mercury free Yes é o2
RoHS exemption information i) S%*g
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China RoHS Regulation & 23
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Environmental Disclosure i 223
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=528574645&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=528574645&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=528574645&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=528574645&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1607004EN

