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Product data sheet PDLP383VWP-XW

Characteristics Pro Series, 3 switches, vertical, IP 44, 1 or 2
way, 20 A /16 AX, White

D
Main
Range Pro Series
k
Product or component Switch
LJ type
— Device application Lighting
L) Colour tint White
Type of packing Polybag
—_—,
‘ Quantity per set Set of 5
g,
2
3
5
Complementary =
©
Device presentation Complete product £
(5]
Control type Rocker &
Device mounting Wall g g g
[T
Installation direction Vertical g g ;
Switch function 1-pole 1/2-way § §§
o5 o
Number of rocker 3 @ % %
oL
Rated current 20 A/16 AX e
Q
[Ue] rated operational voltage 250V 2 g §
Material PC (polycarbonate) 9°3 é ’é
PP (polypropylene) é e2
ABS (acrylonitrile butadiene-styrene) ] “g
POM (polyoxymethylene) 8L £
s
Fixing mode By screws “55 :;%
o
Surface finish Glossy £3s
Surface treatment Untreated fg >%
© = >
Connections - terminals Screw terminal g g Z
Clamping connection capacity 1x1.5...4 x 1.5 mm? for rigid or stranded cable(s) g g_g
3 x 2.5 mm? for stranded cable(s) SE ;
1 x 4 mm? for stranded cable(s) g g ;
T Q0
Height 116 mm o8
. €58
Width 78 mm 220
= =]
Depth 40 mm gé é
Net weight 0.135 kg T3 g
S 0oa
£8s5
Environment £ef
Ambient air temperature for operation 0...45°C S § %
§3¢
Relative humidity 10...95 % 5 e
IP degree of protection P44 3 g é’
S$BE
Product certifications RCM gé .
£
8¢
R -1
>"— n
Packing Units agz
Package 1 Weight 138.53 g <§ ég
5 3
£8¢
225
FE=
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



