
 

PROLITE BULKHEADS (PBH)            Doc#12418.2 

Features 
• NEW ZEALAND MADE 

• Watertight, IP66 

• Vandal proof IK08 

• Double insulated, all polymeric construction. 

• UV resistant, salt resistant.  

• Multiple conduit entry points. 

• Size: 320x130x70 (DIAMOND) x 78mm (FLAT) 

Benefits 

• White skirt.                                                                               Flat diffuser. White skirt. 
• Reliable, long life.     
• Energy efficient, low running cost    

• Quick to install.               

• Through bulkhead wiring option.            

• Guard available. White Epoxy coated steel.  

 

Range        

                                                                                           Petone Wharf NZ, PBHPL18 c/w green diffuser     

• PBHLED12/12: 12W LED 12vDC, 5,000K 

• PBHLED12/36: 12W LED 15-40vDC 5,000K 

• PBHLED20/12: 20W LED 12vDC, 5,000K 

• PBHLED20/36: 20W LED 15-40vDC, 5,000K 

• PBHLED12/230: 230 VAC 12W LED, 5,000K 

• PBHLED20/230: 230 VAC 20W LED, 5,000K 

 

     

Petone Wharf NZ, PBHPL18 c/w green 

diffuser     

Installed 2002, still operating 8 hours 7 days in 2016  

Warranty 
Made in New Zealand, warranted 5 years. Warranty limited to repair or replacement of PBH only. 

BEST QUALITY: BEST PRICE: INDOOR or OUTDOOR: MARINE TESTED. 
Compliance:  AS/NZS 61046. AS/NZS 3820 
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