56CR310 & 315 Cord Connectors
WIRING INSTRUCTIONS

Recommended for use with 0.75mm? to 1.5mm?
PVC insulated ordinary duty 3 core circular flexible cords

STRIPPING
DIMENSIONS <€ BARE WIRES
(ACTUAL SIZE)
|<— 12 —>
OUTER
SHEATHING | <€ 34 >
WIRING DETAIL AND ASSEMBLY GREEN
Note: All wires are clamped between the moving nut and oW
the fixed pin. DO NOT wrap wires under head of CORD (OR GREEN)
screw. CLAMP TO TERMINAL
1. Open the flap and remove the connector base. BROWN (O
2. Slide the connector cover over the flex. BLUE ?EEQKMTSAL
3.  Strip insulation as illustrated and twist [T%RTEEWLL
bare conductor strands. N Y
4. Connect the Earth wire (Green/Yellow or Green) o
to the terminal marked ‘E’. i
5. Connect the Active (Live) wire (Brown or Red) to g

the terminal marked ‘A’.

6.  Connect the Neutral wire (Blue or Black) to the &
terminal marked ‘N’. 11
7.  Tighten cord clamp around the outer sheath = .
of flexible cord. NOTE: There must be 10mm = 15 |
of sheath beyond the end of the cord clamp. ! \
8.  Check the wires are in their correct
position as illustrated and the terminal
screws are tight. |
9.  Slide the connector cover into place and /
ensure the fixing screws are fully tightened.
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