
250V and Extra Low Voltage Plugs (IP66) – WIRING INSTRUCTIONS

Pin Housing Assembly Body Cable Seal Cable Nut

PLUG VERSIONS AVAILABLE

GREEN
YELLOW
STRIPES
(OR GREEN)
TO TERMINAL

E

WIRING DETAIL AND ASSEMBLY
1. Strip insulated wires from cores as shown.
2. Slip cable lock nut, cable seal and plug body over the flexible cable.
3. Connect the earth wire (green/yellow striped or all green) to terminal marked E      with green indication.
4. Connect brown (or red)  wire to active terminal marked A.
5. Connect blue (or black) wire to neutral terminal marked N.
6. Flip up the cord clamp around the outer sheath of the cable and tighten screw (Note: there must be 10mm of sheath beyond the end of the

cord clamp).
7. Double check the wires are fitted to the correct terminals as illustrated and the terminal screws are tight.
8. Place the pin housing assembly into the sleeve and lock ring, slide the plug body into place, and firmly screw both parts together.
9. Slip the cable seal and cable lock nut down the cable, and then tighten the cable lock nut to ensure a proper seal of the cable into the plug body.
NOTE: The above detail is common to all versions of three pin plugs, with the exception of the 56P215/32 plugs.

BLUE
(OR BLACK)
TO TERMINAL

N

BROWN (OR
RED) TO
TERMINAL

A

RECOMMENDED FLEXIBLE CORD SIZE

Catalogue Number Diameter (mm) Cord Size Range

56P215/32 MIN 7.4 1.5mm2  ORDINARY DUTY
MAX 10.6 1.5mm2  HEAVY DUTY

56P310, 56P310R MIN 6.8 0.75mm2  ORDINARY DUTY
MAX 10.6 1.0mm2  HEAVY DUTY

56P315 MIN 7.4 1.5mm2  ORDINARY DUTY
MAX 10.6 1.5mm2  HEAVY DUTY

56P320F MIN 10.6 2.5mm2  ORDINARY DUTY
MAX 12.5 2.5mm2  HEAVY DUTY

CORD
CLAMP

Lock
Ring

56 SeriesTM Plugs

OUTER
SHEATHING

STRIPPING DIMENSIONS
(ACTUAL SIZE) BARE

WIRES

34

12

56P310
250V 10A

56P310R
250V 10A

56P215/32
32V 15A E.L.V

56P315
250V 15A

56P320F
250V 20A

PDL Industries Australia Pty Ltd
Locked Bag 5500, Baulkham Hills Business Centre
Baulkham Hills NSW 2153 Australia
Freephone 1300 735 266, Freefax 1300 735 329
Telephone +61 29851 2666, Fax: +61 29851 2695
www.pdl.com.au

New Zealand Head Office:
PO Box 15 355, New Lynn,
Waitakere 0640, New Zealand
Telephone +64-9-829 0490, Fax +64-9-829 0491
www.pdl.co.nz

Electrical Products

Schneider Electric
Industrial New Zealand,
Telarc Reg. No. 061
registered to ISO 9001.

NATIONAL

ACCREDITATION

OF CERTIFICATION
BODIES

ISO 9001

CERT NO. 11595

Q
U

A
L
IT

Y

A
S
S
E
S
S
E
D

PDL Electrical Products are
manufactured by

ISO 9001

REGISTERED

56 Series Plugs wiring diagram.pdf     20 February 2008 659318 Rev3 CN13172

250V and Extra Low Voltage Plugs (IP66) – WIRING INSTRUCTIONS

Pin Housing Assembly Body Cable Seal Cable Nut

PLUG VERSIONS AVAILABLE

GREEN
YELLOW
STRIPES
(OR GREEN)
TO TERMINAL

E

WIRING DETAIL AND ASSEMBLY
1. Strip insulated wires from cores as shown.
2. Slip cable lock nut, cable seal and plug body over the flexible cable.
3. Connect the earth wire (green/yellow striped or all green) to terminal marked E      with green indication.
4. Connect brown (or red)  wire to active terminal marked A.
5. Connect blue (or black) wire to neutral terminal marked N.
6. Flip up the cord clamp around the outer sheath of the cable and tighten screw (Note: there must be 10mm of sheath beyond the end of the

cord clamp).
7. Double check the wires are fitted to the correct terminals as illustrated and the terminal screws are tight.
8. Place the pin housing assembly into the sleeve and lock ring, slide the plug body into place, and firmly screw both parts together.
9. Slip the cable seal and cable lock nut down the cable, and then tighten the cable lock nut to ensure a proper seal of the cable into the plug body.
NOTE: The above detail is common to all versions of three pin plugs, with the exception of the 56P215/32 plugs.

BLUE
(OR BLACK)
TO TERMINAL

N

BROWN (OR
RED) TO
TERMINAL

A

RECOMMENDED FLEXIBLE CORD SIZE

Catalogue Number Diameter (mm) Cord Size Range

56P215/32 MIN 7.4 1.5mm2  ORDINARY DUTY
MAX 10.6 1.5mm2  HEAVY DUTY

56P310, 56P310R MIN 6.8 0.75mm2  ORDINARY DUTY
MAX 10.6 1.0mm2  HEAVY DUTY

56P315 MIN 7.4 1.5mm2  ORDINARY DUTY
MAX 10.6 1.5mm2  HEAVY DUTY

56P320F MIN 10.6 2.5mm2  ORDINARY DUTY
MAX 12.5 2.5mm2  HEAVY DUTY

CORD
CLAMP

Lock
Ring

56 SeriesTM Plugs

OUTER
SHEATHING

STRIPPING DIMENSIONS
(ACTUAL SIZE) BARE

WIRES

34

12

56P310
250V 10A

56P310R
250V 10A

56P215/32
32V 15A E.L.V

56P315
250V 15A

56P320F
250V 20A

PDL Industries Australia Pty Ltd
Locked Bag 5500, Baulkham Hills Business Centre
Baulkham Hills NSW 2153 Australia
Freephone 1300 735 266, Freefax 1300 735 329
Telephone +61 29851 2666, Fax: +61 29851 2695
www.pdl.com.au

New Zealand Head Office:
PO Box 15 355, New Lynn,
Waitakere 0640, New Zealand
Telephone +64-9-829 0490, Fax +64-9-829 0491
www.pdl.co.nz

Electrical Products

Schneider Electric
Industrial New Zealand,
Telarc Reg. No. 061
registered to ISO 9001.

NATIONAL

ACCREDITATION

OF CERTIFICATION
BODIES

ISO 9001

CERT NO. 11595

Q
U

A
L
IT

Y

A
S
S
E
S
S
E
D

PDL Electrical Products are
manufactured by

ISO 9001

REGISTERED

56 Series Plugs wiring diagram.pdf     20 February 2008 659318 Rev3 CN13172


