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Sitemate Power Systems has taken every precaution to ensure accurate information on this data page, but accept no liability for any errors or omissions. Sitemate Power Systems reserves the right to modify specifications at any time.

SITEMATE LEADS

APPLICATIONS:

• Interconnection of temporary power distribution.

• Construction site temporary power supply leads.

• Compatible with Sitemate temporary power 

distribution equipment. 

 

CONSTRUCTION:

• Meets AS/NZS 3012:2010, Appendix K.

• Conductor: Annealed fine wires of plain copper 
stranded for high flexibility VDE 0295 (Class 5).

• Insulation: V-90HT.
• Inner Sheath: SER V-90HT.
• Screening: Flexible copper braid (Earth 

Connection).
• Standard core colours: 4 Core - Red, White, Blue, 

Black.
• Sheath: SER V-90HT Yellow.
• Plug & Connector: Scame IP67 - IEC 60309.
 

PRODUCT FEATURES:

• Complete with Scame IP67, 415V plug and 
connector.

• Tested and tagged for immediate use.
• Yellow sheath for high visibility.
• Copper braided screen for maximum safety.

• Tear, notch and water resistant sheath.

Code Rating Length Cores mm² Weight (kgs)

SML3210 32 Amp 10m 4 + CBS 6 8

SML3215 32 Amp 15m 4 + CBS 6 12

SML3220 32 Amp 20m 4 + CBS 6 15

SML3230 32 Amp 30m 4 + CBS 6 22

SML6310 63 Amp 10m 4 + CBS 16 18

SML6315 63 Amp 15m 4 + CBS 16 26

SML6320 63 Amp 20m 4 + CBS 16 33

SML6330 63 Amp 30m 4 + CBS 16 49

Heavy duty temporary power supply leads. 
Copper braid screen cable 0.6/1KV 90°C

• Flame retardant.

• Resistance to environmental factors like oxidation, 
ozone and sunlight.

• Heat, oil and chemical resistant.
• Customised cable printing available - P.O.A


