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F-2000WT

TOA SPEAKER SYSTEM

The F-2000 Series Speaker are compact two-way speaker systems designed for high efficiency, wide range, and
high power input handling capability. These speaker systems can be installed in a manner ideal for the location
and intended application.

Article number:F-2000WT
Alternative products: F-20008B, F-2000BT,
F-2000BTWP, F-2000W, F-2000WTWP

Specifications

92 dB at installation in 1/2 free sound field

ety (e A R 93 dB at installation in 1/2 free sound field with horn adapter

Frequency response 65 Hz - 20 kHz (-10 dB)
Connection Clamp terminal
Crossover frequency 2500 Hz

Rated input (high impedance) 60 W
100V : 170 Q (60 W) /330 Q (30 W) / 670 Q (15 W) / 3.3 kQ (3 W)

Tappings 70V :83Q (60 W) /170 Q (30 W) /330 Q (15 W) / 670 Q (7.5 W) / 3.3 kQ (1.5 W)
Rated input (low impedance) 60 W (continuous pink noise), 180 W (continuous program) in 8Q2 mode

Rated impedance 8Q

Speaker component Low: 20 cm cone-type, High: 2.5 cm balanced dome-type

Finish HIPS resin, off-white (RAL 9010 or equivalent),
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SPEAKER SYSTEM

Appearance
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Rear View
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*Hole plugs are pre-fitted into
the holes at the factory.
Before attaching the speaker
mounting bracket to this side,
remlove them using a pointed
tool.
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