
ELECTRICAL & MECHANICAL SUPPORT SYSTEMS

Metal Framing • Pipe Supports • Fittings, Nuts & Hardware • Cable Trays and Cable Ladders
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CABLE CLAMPS AND CLEATS PICTORIAL INDEX
FAULT RATED CLEATS

Cable Cleats/Trefoil & Single are designed to support and retain cables within a cable tray system in various conditions. The main 
function is to secure cables and prevent damage in short circuit conditions, Cable Cleats need to be tested under these conditions. 
Unistrut® now have a range available that are tested to world standards. Unistrut® Cable Cleats are tested and comply to IEC 61914 – 
the TC and SC range of Trefoil cleats for 13mm to 128mm and single cleats 13mm to 150mm in market demanded design.

NON FAULT RATED CLAMPS

Unistrut® also have a range of Non Faulted Rated Clamps. These are used to bundle low voltage cables and conduits.

INSTALLATION NOTES

The cleats should be installed properly to secure the cables. Every cleat should be restrained to the tray, the bend radius should be 8-12 
times the cable diameter. The cleats should always be installed at the beginning, middle and end of the bend. The distance of the cleats at 
the bend should be no more than 300mm.

HOW TO SELECT THE CORRECT CLAMP

1. Know the cable

 What type of cable is being used, single or multi-conductor?

 Outer diameter of the cable?

 What is the arrangement of the cable—single or Trefoil?

 If an earth cable is installed, know the diameter.

2. Know the system

 What is the available short circuit current (RMS or Peak)?

 What type and brand of cable support system is being used?

FAULT RATED CLEATS

 
TREFOIL CABLE CLEAT

PG. 110

 
SINGLE CABLE CLEAT

PG. 110

NON FAULT RATED CLAMPS

 
TF SERIES – TREFOIL [ZP] 

PG. 113

 
QF SERIES QUADFOIL [ZP] 

PG. 113

 
CONDUIT CLAMP AND

SHEATHED CABLE CLAMP
PG. 113 & 114

 
KS2026-1 SERIES

SINGLE CABLE CLAMP
PG. 114

 
KS2026-2 SERIES

DOUBLE CABLE CLAMP
 PG. 114
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FAULT RATED CLEATS

UNICLEATS - FAULT RATED CLEATS

PERFORMANCE OF THE CABLE CLEATS

Resistance to electromechanical force  
at 300mm spacing 

230ka at 300mm spacing

Lateral load test Ave 25 kg

Temperature range -40°c ~ 120°c

Needle Flame test 650°c 30 sec

UV Resistance test 1000hrs

Cleat Material Composite

Frame 54mm* 2.0mm 316SS

Nut & Bolt 316SS

Integral Pad Halogen Free

Mounting Bolt Provided

SINGLE CONDUCTOR SHORT CIRCUIT WITHSTAND TABLE

Max  
Cable Cleat 
Spacing (A)

Spacing Between Conductor Centres (mm)

23 25 27 29 31 33 35 37 39 41 43 45 47 49 51 53 55 57 59 61

mm In IP peak (KA)

225 8.8589 179 187 194 203 209 216 220 229 234 240 246 250 255 261 266 271 276 281 286 291

300 11.81 155 163 168 174 181 187 192 198 203 209 214 215 220 225 230 235 239 244 248 252

450 17.72 128 133 137 144 148 152 157 161 165 170 174 178 180 184 189 192 195 199 202 206

600 23.62 110 115 119 124 128 132 135 139 143 148 150 153 156 160 163 166 169 172 175 178

675 26.57 104 108 113 117 121 124 128 132 135 139 143 147 147 150 154 156 159 162 165 168

900 35.43 89 93 97 102 105 108 110 115 117 121 124 127 128 130 133 135 138 140 143 145
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UNICLEATS – FAULT RATED CLEATS

UNICLEAT TREFOIL CABLE CLEAT

Part Number
Cable Range  

mm
Height of Cleat “H” 

mm
Width of Cleat “W” 

mm
Weight of Cleat 

kg/100

TC-1323SS 13-23 73 68 34

TC-2125SS  21-25 75 72 41

TC-2329SS 23-29 80 79 44

TC-2531SS 25-31 83 82 44.5

TC-2733SS 27-33 84 85 45

TC-2935SS 29-35 89 90 44.5

TC-3238SS 32-38 92 96 46

TC-3541SS 35-41 98 100 48

TC-3844SS 38-44 100 106 50

TC-4248SS 42-48 104 113 50.5

TC-4551SS 45-51 107 120 52

TC-4753SS 47-53 110 122 52.5

TC-4955SS 49-55 113 125 53

TC-5157SS 51-57 115 127 54.5

TC-5359SS 53-59 118 135 55.5

TC-5561SS 55-61 122 138 57.5

TC-5763SS 57-63 125 141 60

TC-5965SS 59-65 126 145 61.5

TC-6167SS 61-67 131 148 62.5

TC-6369SS 63-69 134 153 65.5

TC-6571SS 65-71 139 155 68.5

TC-6773SS 67-73 143 156 70

TC-6975SS 69-75 146 161 71.5

TC-7177SS 71-77 150 164 72.5

TC-7379SS 73-79 154 166 75

TC-7581SS 75-81 157 170 76.5

TC-7783SS 77-83 160 174 78.5

TC-7985SS 79-85 162 178 80

TC-8187SS 81-87 168 181 80.5

TC-8389SS 83-89 172 185 81

TC-8896SS 88-96 180 195 81.8

TC-96103SS 96-103 189 203 83.5

TC-103111SS 103-111 198 206 83.5

TC-111119SS 111-119 207 215 85

TC-119128SS 119-128 216 223 87.5
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UNICLEAT SINGLE CABLE CLEAT

UNICLEATS – FAULT RATED CLEATS

Part Number
Cable Range  

mm
Height of Cleat “H” 

mm
Width of Cleat “W” 

mm
Weight of Cleat 

kg/100

SC-2832SS 28-32 60 57 25

SC-3034SS 30-34 61 59 25.5

SC-3236SS 32-36 63 61 26.5

SC-3438SS 34-38 65 63 28.5

SC-3640SS 36-40 67 64 30

SC-3842SS 38-42 69 65 31

SC-4044SS 40-44 70 68 31.5

SC-4246SS 42-46 71 69 32.5

SC-4448SS 44-48 73 72 33.5

SC-4650SS 46-50 74 73 34.5

SC-4852SS 48-52 75 77 36.5

SC-5054SS 50-54 78 78 38

SC-5256SS 52-56 79 80 40

SC-5458SS 54-58 80 82 41.2

SC-5660SS 56-60 81 85 42.5

SC-5862SS 58-62 82 87 43.5

SC-6064SS 60-64 85 88 45

SC-6266SS 62-66 87 90 46

SC-6468SS 64-68 89 91 47

SC-6670SS 66-70 90 92 48.5

SC-6872SS 68-72 92 94 49

SC-7074SS 70-74 95 97 50

SC-7276SS 72-76 97 99 51

SC-7478SS 74-78 98 102 52.5

SC-7680SS 76-80 100 104 53.5

SC-7882SS 78-82 102 106 55

SC-8084SS 80-84 105 107 56.6

SC-8286SS  82-86 107 110 58.5

SC-8488SS 84-88 109 111 60

SC-8690SS 86-90 110 113 60.5

SC-9094SS 90-94 115 121 62.5

SC-94118SS 94-118 133 139 65

SC-118130SS 118-130 140 144 70.5

SC-127150SS 127-150 161 166 76..5
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CABLE CLAMPS

TF SERIES - TREFOIL [ZP - OR ALUMINIUM MADE TO ORDER]

QF SERIES QUADFOIL [ZP - OR ALUMINIUM MADE TO ORDER]

CONDUIT CLAMP

Cable Dia. Dim. A Dim. B Part No.

20 92 43 TF20

22 96 47 TF22

24 100 51 TF24

27 106 56 TF27

30 112 62 TF30

33 118 68 TF33

37 126 75 TF37

41 134 83 TF41

45 142 90 TF45

Specifically designed for fixing directly to Unistrut® 
channels.

Cable Dia. Dim. A Dim. B Part No.

20 92 46 QF20

22 96 50 QF22

24 100 54 QF24

27 106 60 QF27

30 112 66 QF30

33 118 72 QF33

37 126 80 QF37

41 134 88 QF41

45 142 96 QF45

Specifically designed for fixing directly  
to Unistrut® channels.

Slotted hex head 
screws included

Slotted hex head screw 
and nut included

Part No
Conduit Nom. 

Size
Conduit Actual 

Size
Mass  

Kg/100

P2027 16 15.8 4.5

P2028 20 19.8 5.0

P2030 25 24.8 6.4

P2032 32 31.8 7.3

P2034 40 39.8 8.2

P2037 50 49.8 12.7

P2042 63 62.8 15.9

P2046 65 75.3 18.6

P2050 80 88.9 21.3

P2058 100 114.3 30.4

P2070-62 150 160.2 44.5

B

A

40 x 3 strip
Dimple and 9.5 dia. hole
for screw fixing to
Unistrut channel

.

5 nom. gap

Cable

Dia.

B

A

40 x 3 strip
Dimple and 9.5 dia.
hole for screw fixing
to Unistrut channel.

5 nom. gap

Cable

Dia.
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CABLE CLAMPS

SHEATHED CABLE CLAMP

KS2026-1 SERIES – SINGLE CABLE CLAMP

KS2026-2 SERIES – DOUBLE CABLE CLAMP

Part No
Sheathed Cable 

O.D
Mass Kg/100 Part No.

Sheathed Cable 
O.D

Mass Kg/100

P2024 8 3.6 P2038 51 14.1

P2025 11 3.6 P2039 54 14.5

P2026 14 4.1 P2040 57 15.0

P2027 17 4.5 P2041 60 15.4

P2028 19 5.0 P2042 64 15.9

P2029 22 5.4 P2043 67 16.8

P2030 25 6.4 P2044 70 17.2

P2031 29 6.8 P2046 76 18.6

P2032 32 7.3 P2047 79 19.5

P2033 35 7.7 P2048 83 20.4

P2034 38 8.2 P2049 86 20.9

P2035 43 8.6 P2052 95 26.3

P2036 44 10.6 P2055 105 28.1

P2037 49 12.7

Slotted hex head screw 
and nut included

Part No. Cable Dia. Dim. A Dim. B Mass Kg/100

KS2026-1 13 16 50 5.1

KS2028-1 19 22 58 6.2

KS2030-1 25 29 66 6.8

KS2032-1 32 35 71 8.0

KS2034-1 38 44 78 14.1

KS2036-1 44 51 86 16.0

KS2038-1 51 57 92 17.2

KS2040-1 57 64 98 19.0

KS2042-1 64 70 105 20.8

KS2044-1 70 76 113 22.8

KS2046-1 76 83 122 24.0
NOTE: Bottom Saddle if required can be ordered separately

NOTE: Bottom Saddle if required can be ordered separately

Part No. Cable Dia. Dim. A Dim. B Mass Kg/100

KS2026-2 13 16 64 6.1

KS2028-2 19 22 76 7.5

KS2030-2 25 29 91 9.0

KS2032-2 32 35 102 9.7

KS2034-2 38 44 118 18.2

KS2036-2 44 51 128 20.2

KS2038-2 51 57 143 22.8

KS2040-2 57 64 156 26.0

KS2042-2 64 70 170 28.0

KS2044-2 70 76 185 31.6

KS2046-2 76 83 198 33.6

B

A

Root Nut

Bottom Saddle

B

A

Root Nut

Bottom Saddle
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41MM CHANNEL WIDTH SERIES

Slots 14 wide x 28 long at
50mm centres (approx.)

41MM CHANNEL WIDTH SERIES

The Unistrut ducting and support channels are available in Galvabond, Heavy Duty Galvanised and Polyester finishes. Other colours 
such as Electrical Orange are available against special order. For back to back and other multiple channel combinations see Metal 
Framing Tab or consult your local Unistrut Service Centre.

Mass: 2.59kg/m

Mass: 1.79kg/m 

Mass: 3.40kg/m  

Mass: 2.32kg/m

41.3

22.2

7.1

41.3

23.6

17.7

Y

X

P1000®

P2000

P5500

P1000T 

41.3

22.2

7.1

41.3

22.8

18.5

Y

X

41.3

22.2

61.9

34.3

7.1

27.6

Y

X

41.3

22.2

7.1

41.3

23.6

17.7

Y

X
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FITTINGS - ELECTRICAL

P2541 - SPACER CLEVIS

P2521 - CONDUIT END CONNECTOR

P2855

P2755

P5521 - CONDUIT END CONNECTOR

P2535 - CONDUIT HANGER FITTING

P2539 - FIXTURE HANGER FITTING

Mass: 12kg/100
Finish: Zinc Plated

Mass: 14.5kg/100
Design Load: 0.5kN 
Finish: Zinc Plated

Mass: 20kg/100
Design Load: 0.5kN 
Finish: Zinc Plated

Mass: 12kg/100
Finish: Zinc Plated

Mass: 13kg/100
Design Load: 1.78kN 
Finish: Zinc Plated

Mass: 8kg/100
Design Load: 0.5kN 
Finish: Zinc Plated

M6 x 20 screw and nut included.

2.5

Unistrut channel

Fluorescent fixture

P2541
42 100

22 dia.

52

22 dia.

Fitted to end of trunking for attachment of electrical conduit. P2521 for use with P1000® and P2000 
Struts.  Countersunk head screw and clamping nut included.

Fitted to end of trunking for attachment of electrical conduit. P5521 for use with P5500 Strut.  
Countersunk head screw and clamping nut included.

M6 x 15 Countersunk screws and P3016 nuts included 
Conduit hanger fitting for rigid attachment to Unistrut® Strut.

Fluorescent hanger fittings provide a means of mounting fixtures to Unistrut®. They are shipped flat 
and are easily bent to form around the Unistrut® Strut. For use with P1000® and P2000

35

22 dia.

14 dia.

7.1mm Square hole

69

Application

Application

P1000®

P2000 
P3300

P1001 
P2001
P5500

100

22 dia.

100

14 dia.

7.1mm Square hole

41

44

M6 x 25 carriage
bolt and nut included
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P2902 - TWO WAY
Mass: 12.2kg/100
Material: Cast Clevis 2.5mm. 
Socket Cup Point Set Screws Included 

82

8235

35

P2903 - FOUR WAY
Mass:20.4kg/100
Material: Cast aluminum. 
Socket Cup Point Set Screws Included

35

35
125

P2900 - ONE WAY
Mass: 9.1kg/100 
Material: Cast aluminum. 
Socket Cup Point Set Screws Included

P2552 –WIRE RETAINER [FIBRE]

Wire retainer is pushed into Unistrut Channel  
to support wires until the Closure Strip is installed.

P2901 - THREE WAY
Mass: 15.9kg/100
Material: Cast aluminum. 
Socket Cup Point Set Screws Included 

125

35

35

P1000

35

0.8 thick

38

FITTINGS - FLUORESCENT

FLUORESCENT FIXTURE – SUPPORT APPLICATIONS
Spring-Nut attachment system Slotted Strut attachment system

P2377 - SPLICE FITTING
Mass: 25kg/100
Finish: Zinc Plated
For joining together continuous runs of trunking Strut. P2377 external 41 deep, for use  
with P1000® and P2000 trunking.  Four P3016 (page 118) clamping nuts and four M6 x 15 
countersunk head screws should be ordered with each fitting.

184

JOINER FITTINGS
Cast aluminium fittings designed 

to fit inside the Strut section 

and provide a continuous profile 

on external surfaces.  Fittings 

are secured to the Strut by a 

pre-installed screw and washer 

assembly.  Closure strip can be 

clipped into channel and extended 

over the fitting to complete a neat 

installation.

Typical Assembly
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FITTINGS - FLUORESCENT

JOINER FITTINGS

P3016 - TRUNKING NUTS
Mass: 1kg/100
For the fixing of fittings and 
accessories 6mm diameter

CKS0615 - COUNTERSUNK HEAD SCREW
Mass: 0.3kg/100
Size: M6 x 15

P3116 - FIXTURE STUD NUT
Mass: 3.5kg/100 
Size: M6 x 30

SHS0620 - SLOTTED HEX HEAD SCREW

1 x 36W 
6kg

2 x 36W 
9kg

3 x 36W 
12kg

4 x 36W 
14kg

1 x 58W 
8kg

2 x 58W 
13kg

Unistrut® Strut and Spacing of 1220mm 
Long Fluorescent Fittings.

Hanger Rod Spacing In Metres

Continuous run of fittings   4.1 3.8 3.6 3.6 3.9 3.5

P1000® Fittings 600mm apart   4.4 4.1 3.9 3.8 4.2 3.9

Fittings 1200mm apart   4.5 4.3 4.1 4.0 4.4 4.1

Continuous run of fittings   4.0 3.7 3.4  3.3 3.7 3.4

P2000 Fittings 600mm apart   4.2 3.9 3.7 3.6 4.0 3.7

Fittings 1200mm apart   4.4 4.2 3.9 3.8 4.2 3.9

Continuous run of fittings   5.2 4.9 4.6 4.5 5.0 4.6

P5500 Fittings 600mm apart   5.5 5.2 5.0 4.8 5.3 4.9

Fittings 1200mm apart   5.6 5.4 5.2 5.1 5.5 5.1

Continuous run of fittings   5.5 5.2 4.9 4.8 5.3 4.8

P2001 Fittings 600mm apart   5.8 5.5 5.3 5.1 5.6 5.2

Fittings 1200mm apart   6.0 5.7 5.5 5.4 5.8 5.4

Continuous run of fittings   5.7 5.4 5.2 5.0 5.6 5.1

P1001 Fittings 600mm apart   6.0 5.7 5.5 5.4 5.8 5.4

Fittings 1200mm apart   6.1 5.9 5.7 5.6 6.0 5.6

Note: Spacings have been calculated to limit section deflections between hangers to approximately 10mm, 
with sections considered continuous over three spans. For Single spans - multiply spacing by 0.85. For Double 
spans - multiply spacing by 1.07. For greater than 3 spans - use table above. Spacings have been calculated 
for Unistrut®. Strut opening on the underside. 

LOADING DATA

Mass: 0.6kg/100 
Size: M6 x 20

30

Not standard stock
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STRUT ACCESSORIES

P1184 – PLASTIC CLOSURE STRIP (UV STABILISED)

37

Standard Length: 3m
Mass:  0.11kg/m37

P1184A – ALUMINUM CLOSURE STRIP

Standard Length: 3m
Mass: 0.18kg/m41

41

62

41

STRUT END CAPS – PLASTIC, UV STABILISED

P2240

For P1000® & P2000 Strut
Mass: 0.70kg/100

P4240

For P3300 & P4000 Strut
Mass: 0.40kg/100

P5580

For P5500 Strut
Mass: 1.2kg/100

Typical Installation

P2860-10 – STRUT END CAPS – PLASTIC

Fits P1000® & P2000 Strut
Mass: 1.54kg/100

Note: Caps struts provide a protective  
covering on protruding Struts to guard against personal injury or 
damage to clothing. They slip easily over the ends of strut.
Available: White or black only.

25
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ST
EM

S



120  www.unistrut.co.nz

PI
PE

 S
U

PP
O

RT
S

PIPE SUPPORTS - PICTORIAL INDEX
PIPE SUPPORTS

The Unistrut® pipe support systems covers an extensive range of hangers, pipe clips, pipe clamps ferrules and cushioning, hanger fittings, beam 
clamps, beam attachments, and support brackets. The range covers from small bore tubing through to pipes in excess of 600mm diameter. 

SPRINKLER PIPE SUPPORTS

In addition to our standard range of pipe supports for general industry, mechanical services and others, the Unistrut® range also includes 
pipe supports specifically designed for the fire protection industry. 

PIPE SUPPORTS - LIGHT DUTY

PIPE SUPPORTS - MEDIUM DUTY

UN14 
“U” BOLTS

 

PG. 126

UN15
MEDIUM DUTY  
SADDLE CLAMP 

PG. 126

UN16
MEDIUM DUTY  

TWO-PIECE PIPE CLAMP 

PG. 127

UN18
MEDIUM DUTY  

TWO-PIECE PIPE CLAMP 

PG. 1`27

UN20
MEDIUM DUTY  

THREE BOLT PIPE CLAMP 

PG. 128

UN21
MEDIUM DUTY  

VERTICAL PIPE CLAMP 

PG. 128

PIPE SUPPORTS - HEAVY DUTY AND ACCESSORIES

 

 
 
 

 
 

 
 

 
 

 
 

 

 

 

 

 

 

 

 

UN4
LIGHT DUTY PIPE CLAMPS

PG. 121

  

 
 

UN6
LIGHT DUTY TWO-PIECE

PIPE CLAMPS
PG. 121

UN8
LIGHT DUTY 

TWO-PIECE PIPE CLAMPS
PG. 122

 

 

UN10
LIGHT DUTY SINGLE
BOLT STRUT CLAMP

PG. 122

 

 

 
 

P2600
UNI-CUSHION ®

PG. 123

P2024
PIPE SUPPORTS

PG. 123

 

PG. 129

UN30
HEAVY DUTY

SADDLE CLAMP

PG. 129

UN31
HEAVY DUTY

TWO-PIECE PIPE CLAMP

PG. 129

UN35
EYE NUTS [HG]

PG. 129

UN37
SPHERICAL WASHER

FOR UN38 [M]

PG. 129

UN38
SWIVEL CAGE [HG]

ACCESSORIES AND BEAM ATTACHMENTS

 

UN44
BEAM CLIP

 
PG. 130

 

UNCL
CLEVIS HANGER [HG 

PG. 130

UNPL
LINK PLATE [HG] 

PG. 130

UHS
HANGER STRAP [GB/ZP

 
PG. 130

 

RH1200
ROD HANGER MOUNTAIN 

PLATES
PG. 131

EF1600
FLANGE CLAMP  

PG. 131

PG. 124

WOPF STANDARD
SINGLE BOLT CLIP

(INSULATED)

PG. 124

WOPF PERFECT
2 BOLT CLIP

PG. 124

WOPF STANDARD
2 BOLT CLIP
(INSULATED)

PG. 125

SPLIT CLIPS

PG. 125

F15030
SLOTTED ANGLE
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PIPE SUPPORTS – LIGHT DUTY

UN4 - LIGHT DUTY PIPE CLAMPS

Part No. D W x T
L1 
mm

L2 
mm

UN4-016 16 25x3 56 80 0.04

UN4-019 19 25x3 59 83 0.04

UN4-021 21 25x3 61 85 0.05

UN4-025 25 25x3 65 89 0.06

UN4-027 27 25x3 67 91 0.07

UN4-032 32 25x3 72 96 0.07

UN4-034 34 25x3 74 98 0.08

UN4-038 38 25x3 78 102 0.08

UN4-043 43 25x3 83 107 0.08

UN4-048 48 25x3 88 112 0.09

UN4-051 51 25x3 91 115 0.09

UN4-060 60 25x3 100 124 0.12

UN4-064 64 25x3 104 128 0.12

UN4-073 73 25x3 113 137 0.12

UN4-076 76 25x3 116 140 0.14

UN4-089 89 25x3 129 153 0.16

UN4-095 95 25x3 135 159 0.17

UN4-102 102 25x3 142 166 0.18

UN4-114 114 25x3 154 178 0.18

D
L1

L2

LOAD W x T - Material
width x thickness

Hole Size
14mm

W x T - Material 
width x thickness

Working Load:  0.75 kN 

Safety Factor:  2.5

Standard Finish: Heavy Duty Galvanised

UN6 - LIGHT DUTY TWO-PIECE PIPE CLAMPS

ØD

W x T  - Material
width x thickness

Ø10 holes for M8x30 bolts.
Nuts & Bolts included.

H2
H1

Working Load:  2.88 kN 

Safety Factor:  2.5

Standard Finish: Heavy Duty Galvanised

Part No. ØD W x T
H1 
mm

H2 
mm

UN6-019 19 25x3 83 59 0.10

UN6-021 21 25x3 85 61 0.10

UN6-025 25 25x3 89 65 0.11

UN6-027 27 25x3 91 67 0.11

UN6-032 32 25x3 96 72 0.14

UN6-034 34 25x3 98 74 0.14

UN6-038 38 25x3 102 78 0.15

UN6-043 43 25x3 107 83 0.15

UN6-048 48 25x3 112 88 0.15

UN6-051 51 25x3 115 91 0.15

UN6-060 60 25x3 124 100 0.15

UN6-064 64 25x3 128 104 0.19

UN6-073 73 25x3 137 113 0.19

UN6-076 76 25x3 140 116 0.19

UN6-089 89 25x3 153 129 0.21

UN6-102 102 25x3 166 142 0.23

UN6-114 114 25x3 178 154 0.26

UN6-127 127 25x3 191 167 0.28

UN6-140 140 25x3 204 180 0.31

UN6-152 152 25x3 216 192 0.33

UN6-165 165 25x3 229 205 0.37

LI
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PIPE SUPPORTS – LIGHT DUTY

UN8 - LIGHT DUTY TWO-PIECE PIPE CLAMPS

UN10 – LIGHT DUTY SINGLE BOLT STRUT CLAMP

Dia. 12 hole for rodDia. 10 hole for M8 x 30 bolts. 
Bolts and nuts included.

A
B

D
C

Part No.
Dimensions

D A B C

UN8-019 19 83 59 47 0.17

UN8-021 21 85 61 47 0.17

UN8-025 25 89 65 47 0.19

UN8-027 27 91 67 47 0.19

UN8-032 32 96 72 52 0.19

UN8-034 34 98 74 54 0.20

UN8-038 38 102 78 56 0.21

UN8-043 43 107 83 60 0.21

UN8-048 48 112 88 63 0.21

UN8-051 51 115 91 65 0.21

UN8-060 60 124 100 70 0.21

UN8-064 64 128 104 72 0.26

UN8-073 73 137 113 77 0.27

UN8-076 76 140 116 79 0.28

UN8-089 89 153 129 86 0.30

UN8-102 102 166 142 93 0.31

UN8-114 114 178 154 99 0.34

UN8-127 127 191 167 105 0.37

UN8-140 140 204 180 112 0.38

UN8-152 152 216 192 118 0.41

UN8-165 165 229 203 125 0.41

Material: 20 x 3

Working Load: 1.32 kN

Safety Factor:  2.5

Standard Finish: Heavy Duty Galvanised

Standard Finish: Zinc Plated

Part No. D  mm L  mm W x T

UN10-016 16 51 32 x 1.6 0.02

UN10-017 17 52 32 x 1.6 0.02

UN10-021 21 56 32 x 1.6 0.03

UN10-025 25 60 32 x 1.6 0.04

UN10-027 27 62 32 x 1.6 0.04

UN10-032 32 67 32 x 1.6 0.04

UN10-034 34 69 32 x 1.6 0.05

UN10-038 38 73 32 x 1.6 0.05

UN10-043 43 78 32 x 1.6 0.06

UN10-048 48 83 32 x 1.6 0.06

UN10-051 51 86 32 x 1.6 0.07

UN10-060 60 95 32 x 1.6 0.14

UN10-064 64 99 32 x 1.6 0.15

UN10-076 76 111 32 x 1.6 0.18

UN10-089 89 124 32 x 1.6 0.18

UN10-102 102 137 32 x 1.6 0.20

UN10-114 114 149 32 x 2.4 0.24

UN10-140 140 175 32 x 2.4 0.28

UN10-152 152 187 32 x 2.4 0.31

UN10-165 165 200 32 x 2.4 0.34

12
18

D

L

W x T - Material 
width x thickness

 Ø10 hole
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PIPE SUPPORTS – LIGHT DUTY

P2024 PIPE SUPPORTS 

Part No 
GB

D 
mm

Part No 
GB

D 
mm

P2024 8 0.04 P2051 92 0.25

P2025 11 0.04 P2052 95 0.26

P2026 14 0.04 P2053 98 0.27

P2027 17 0.05 P2054 102 0.28

P2028 19 0.05 P2055 105 0.28

P2029 22 0.05 P2056 108 0.29

P2030 25 0.06 P2057 111 0.30

P2031 29 0.07 P2058 114 0.30

P2032 32 0.07 P2059 117 0.32

P2033 35 0.08 P2060 121 0.33

P2034 38 0.08 P2062 127 0.34

P2035 43 0.09 P2064 133 0.35

P2036 44 0.11 P2066 140 0.36

P2037 49 0.13 P2068 146 0.41

P2038 51 0.14 P2070 152 0.43

P2039 54 0.15 P2070-62 159 0.45

P2040 57 0.15 P2070-64 165 0.46

P2041 60 0.15 P2070-66 171 0.47

P2042 64 0.16 P2070-70 178 0.49

P2043 67 0.17 P2070-74 191 0.53

P2044 70 0.17 P2070-80 203 0.56

P2045 73 0.18 P2070-84 216 0.59

P2046 76 0.19 P2070-225 225 0.62

P2047 79 0.20 P2070-230 230 0.63

P2048 83 0.21 P2070-240 240 0.65

P2049 86 0.21 P2070-250 250 0.68

P2050 90 0.21 P2070-260 260 0.71

NOTE: When used in the application illustrated, it 
is recommended that the lower clamp be supported 
against possible slippage. Where P2024 series 
clamps are restraining pipework subject to vibration, 
the use of P2600 UNI-CUSHION® is recommended.

Standard Finish: Zinc Plated

P2600 UNI-CUSHION® AND CUTTING GUIDE

Part No. W mm T mm

P2600 32 2.0 7.6m 1.7

•   Shock absorption

•   Protection from corrosion and abrasion

•   Allowance for expansion and contraction

•   Sound and vibration isolation

•   Stability in use from -45oC to +175oC

•   Flexible elastomer material

•   Packaged in handy 7.6m dispenser pack

O.D. Size 
mm

Use with 
Clamp

UNI-CUSHION® 
Length mm

O.D. Size 
mm

Use with 
Clamp

UNI-CUSHION® 
Length in mm

O.D. Size 
mm

Use with 
Clamp

UNI-CUSHION® 
Length mm

6.4 P2025 22.2 69.9 P2045 222.3 133.4 P2065 412.8

9.5 P2026 27 73 P2046 235 136.5 P2066 419.1

12.7 P2027 38.1 76.2 P2047 241,3 139.7 P2067 431.8

15.9 P2028 54 79.4 P2048 254 142.9 P2068 444.5

19.1 P2029 57.2 82.6 P2049 266.7 146.1 P2069 450.9

22.2 P2030 76.2 85.7 P2050 273.1 149.2 P2070 463.6

25.4 P2031 82.6 88.9 P2051 279.4 155.6 P2071 482.6

28.6 P2032 92.1 92.1 P2052 285.8 161.9 P2072 501.7

31.8 P2033 101.6 95.3 P2053 292.1 168.3 P2073 520.7

34.9 P2034 114.3 98.4 P2054 298.5 174.6 P2074 539.8

38.1 P2035 123.8 101.6 P2055 304.8 187.3 P2075 577.9

41.3 P2036 133.4 104.8 P2056 317.5 190.5 P2076 590.6

44.5 P2037 139.7 108 P2057 330.2 193.7 P2077 596.9

47.6 P2038 152.4 111.1 P2058 342.9 196.9 P2078 609,6

50.8 P2039 165.1 114.3 P2059 355.6 200 P2079 622.3

54 P2040 171.5 117.5 P2060 362 203.2 P2080 628.7

57.2 P2041 184.2 120.7 P2061 374.7 206.4 P2081 635

60.3 P2042 190.5 123.8 P2062 381 209.6 P2082 647.7

63.5 P2043 203.2 127 P2063 393.7 212.7 P2083 660.4

66.7 P2044 209.6 130.2 P2064 406.4 215.9 P2084 666.8

Nut & bolt supplied

Also available in Heavy Duty Galvanised Finish.

LOAD LOAD

P1064 
Bracket UN10 

Pipe Bracket

+ 175˚ C

- 45˚ C
32

Copper (Cu)

P2600
UNI-CUSHION®

Two Piece
Pipe Clamp
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PIPE CLAMPS – LIGHT DUTY

WOPF STANDARD SINGLE BOLT CLIP (INSULATED)

WOPF STANDARD 2 BOLT CLIP (INSULATED)

WOPF PERFECT 2 BOLT CLIP

Part No.
Dimensions Working 

Load
 

kgØD A L W X T

WC11 15 - 16 44 43 20 x 1.00 0.8kN 0.04

WC11 21 - 22 51 50 20 x 1.00 0.8kN 0.04

WC11 27 - 28 56 56 20 x 1.00 0.8kN 0.05

WC11 34 - 35 63 64 20 x 1.25 1.1kN 0.06

WC11 40 - 41 69 69 20 x 1.25 1.1kN 0.06

WC11 42 - 43 70 71 20 x 1.25 1.1kN 0.07

WC11 48 - 49 77 77 20 x 1.25 1.1kN 0.07

WC11 54 - 55 83 83 20 x 1.25 1.1kN 0.08

WC11 57 - 58 88 86 20 x 1.25 1.1kN 0.08

WC11 60 - 61 99 99 20 x 1.25 1.1kN 0.08

Part No.
Dimensions Working 

Load
 

kgØD A L W X T

WC21 67 - 72 94 116 25 x 1.50 1.9kN 0.15

WC21 72 - 78 100 123 25 x 1.50 1.9kN 0.16

WC21 84 - 89 108 134 25 x 2.00 2.3kN 0.20

WC21 109 - 114 136 162 25 x 2.00 2.3kN 0.24

WC21 122 - 127 140 164 25 x 2.50 1.9kN 0.34

Part No.
Dimensions Working 

Load
 

kgØD A L W X T

WC15Z 21 - 25 42 46 20 x 2.00 0.8kN 0.08

WC20Z 27 - 32 47 56 20 x 2.00 0.8kN 0.08

WC25Z 33.5 - 38 55 61 20 x 2.00 0.8kN 0.09

WC32Z 42.5 - 46 64 68 20 x 2.00 0.8kN 0.10

WC40Z 48.5 - 53 70 77 20 x 2.00 0.8kN 0.10

WC50Z 60.5 - 65 82 89 20 x 2.00 0.8kN 0.12

WC65Z 73 - 77 103 107 25 x 2.50 1.9kN 0.18

WC80Z 84 - 90 105 121 25 x 2.50 1.9kN 0.20

WC100Z 109 - 114 140 145 25 x 2.50 1.9kN 0.23

WC21 122 - 127 140 164 25 x 2.50 1.9kN 0.34

NOTE:  
EPDM is rated from minus 50°C to 110°C 
Sound insulation value on average 22db(A) 

NOTE:  
EPDM is rated from minus 50°C to 110°C 
Sound insulation value on average 22db(A) 

A

W

L

OD

M8

M8/M10

A

W

L

OD

M8

M8/M10

A

W

L

OD

M6

M10
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SPLIT CLIPS

Part No.
Dimensions

 
kgØD L W X T

SC15Z 21 74 20 x 3.00 0.10

SC20Z 27 83 20 x 3.00 0.11

SC25Z 33.5 90 20 x 3.00 0.12

SC32Z 42.5 100 20 x 3.00 0.13

SC40Z 48.5 105 20 x 3.00 0.14

SC50Z 60.5 118 20 x 3.00 0.15

SC65Z 76 136 20 x 3.00 0.18

SC80Z 89 160 20 x 3.00 0.19

SC100Z 114 178 25 x 3.00 0.29

SC150Z 165 230 25 x 3.00 0.39

Part No.
Dimensions

 
kgØD L W X T

SC65SP - Z 76 136 25 x 4.00 0.23

SC80SP - Z 89 160 25 x 4.00 0.25

SC100SP - Z 115 178 25 x 4.00 0.50

Welded 10mm Threaded Boss standard

Welded 12mm Threaded Boss

L

27 Pitch

Slots
18 x 11 Typ

3m

30

30

F15030 – SLOTTED ANGLE [HG]
Material: 30x30x3 Angle

Length: 3 metres

Distance 
Between 
Supports

Uniformly Distributed Loading Mid-Span Point Load

Max. 
Permissable  
Loading kN

Deflection  
mm

Max. 
Permissable  
Loading kN

Deflection  
mm

500mm 3.84 1 1.9 1.5

1000mm 0.96 4 0.5 3.2

1500mm 0.43 8.7 0.21 4.5

2000mm 0.24 15.3 0.12 6.13

Purlin Clip

"U" Bolt Punched
Angle

Purlin

TYPICAL APPLICATION
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PIPE SUPPORTS – MEDIUM DUTY

UN14 – “U” BOLTS

ØC ØD

H1

H

2 Hex 
Nuts

included

Part No ØD
H 

mm
H1 
mm

ØC 
mm

UN14-021 21 65 50 10 0.09

UN14-027 27 77 50 10 0.10

UN14-034 34 85 50 10 0.12

UN14-043 43 93 50 10 0.13

UN14-048 48 100 50 10 0.14

UN14-051 51 103 50 10 0.14

UN14-060 60 110 50 10 0.16

UN14-076 76 127 50 12 0.28

UN14-089 89 140 50 12 0.30

UN14-102 102 152 50 12 0.35

UN14-114 114 165 50 12 0.38

UN14-140 140 190 50 12 0.40

UN14-165 165 215 50 12 0.44

UN14-168 168 220 50 12 0.48

UN14-219 219 295 75 16 1.13

UN14-273 273 370 100 20 2.20

UN14-324 324 420 100 20 2.52

UN14-356 356 455 100 20 2.74

UN14-406 406 505 100 20 3.05

UN14-457 457 555 100 24 4.87

UN14-508 508 605 100 24 5.32

UN14-610 610 710 100 24 6.28

UN15 – MEDIUM DUTY SADDLE CLAMP

Part No. D L1 L2 WxT
Working 

Load

UN15-021 21 75 115 40x5 2.46kN 0.14

UN15-027 27 81 121 40x5 2.46kN 0.20

UN15-034 34 88 128 40x5 2.46kN 0.28

UN15-043 43 97 137 40x5 2.46kN 0.34

UN15-048 48 102 142 40x5 2.46kN 0.34

UN15-051 51 105 145 40x5 2.46kN 0.34

UN15-060 60 114 154 40x5 2.46kN 0.40

UN15-076 76 130 170 40x5 2.46kN 0.46

UN15-089 89 143 183 40x5 2.46kN 0.54

UN15-102 102 156 196 40x5 2.46kN 0.58

UN15-114 114 170 210 40x6 3.57kN 0.65

UN15-140 140 196 236 40x6 3.57kN 0.75

UN15-152 152 208 248 50x6 4.44kN 1.17

UN15-165 165 221 261 50x6 4.44kN 1.25

UN15-168 168 224 264 50x6 4.44kN 1.27

UN15-203 203 259 299 50x6 4.44kN 1.48

UN15-219 219 275 315 50x6 4.44kN 1.58

D
L1

L2

LOAD W x T - Material
width x thickness

Hole Size
14mm

W x T - Material 
width x thickness

Safety Factor: 2.5

Standard Finish: Galvanised

Safety Factor: 2.5 

Standard Finish: Galvanised
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UN18 – MEDIUM DUTY TWO-PIECE PIPE CLAMP

Part No. ØD H1 H2 H3 R WxT
Working 

Load

UN18-060 60 154 114 75 12 40x5 1.77kN 0.72

UN18-076 76 170 130 88 14 40x5 3.53kN 0.84

UN18-089 89 183 143 99 14 40x5 3.53kN 1.02

UN18-102 102 196 156 108 14 40x5 3.53kN 1.12

UN18-114 114 210 170 116 14 40x6 3.53kN 1.17

UN18-127 127 221 181 124 18 40x6 4.51kN 1.25

UN18-140 140 234 194 132 18 40x6 4.51kN 1.31

UN18-152 152 246 206 139 18 40x6 4.51kN 1.38

UN18-165 165 259 219 146 18 40x6 4.51kN 1.46

UN18-178 178 272 232 153 18 40x6 4.51kN 1.54

UN18-203 203 297 257 167 18 40x6 4.51kN 1.69

UN18-219 219 313 273 175 18 40x6 4.51kN 1.78

UN18-230 230 324 284 181 18 40x6 4.51kN 1.84

W x T - Material
width x thickness

R dia. hole for rod

H2

ØD
H3

All sizes have a 14mm dia. hole to suit M12 x 45 bolts. 
Nuts and bolts included.

UN16 – MEDIUM DUTY TWO-PIECE PIPE CLAMP 

Part No. ØD H1 H2 WxT

UN16-060 60 154 114 40x5 0.72

UN16-076 76 170 130 40x5 0.84

UN16-089 89 183 143 40x5 1.02

UN16-102 102 196 156 40x5 1.12

UN16-114 114 210 170 40x6 1.17

UN16-127 127 221 181 40x6 1.25

UN16-140 140 234 194 40x6 1.31

UN16-152 152 246 206 40x6 1.38

UN16-165 165 259 219 40x6 1.46

UN16-178 178 272 232 40x6 1.54

UN16-190 190 284 244 40x6 1.64

UN16-203 203 297 257 40x6 1.69

UN16-219 219 313 273 40x6 1.78

UN16-230 230 324 284 40x6 1.84

UN16-240 240 334 294 40x6 1.92

UN16-250 250 344 304 40x6 2.00

UN16-273 273 367 327 40x6 2.18

UN16-324 324 418 378 40x6 2.59

PIPE SUPPORTS – MEDIUM DUTY

Working Load: 7.20 kN        
Safety Factor: 2.5
Standard Finish: Galvanised

Safety Factor: 2.5
Standard Finish: Galvanised

ØD

W x T  - Material
width x thickness

Ø14 holes for M12x45 bolts.
Nuts & Bolts included.

H2
H1
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UN20 – MEDIUM DUTY THREE BOLT PIPE CLAMP

Part No ØD H H1 H2 W x T ØK x L
Working 

Load

UN20-021 21 159 71 48 25x5 M10x30 5.02kN 0.34

UN20-027 27 165 77 48 25x5 M10x30 5.02kN 0.36

UN20-034 34 176 88 48 40x6 M12x45 7.24kN 0.58

UN20-043 43 185 97 48 40x6 M12x45 7.24kN 0.62

UN20-048 48 190 102 48 40x6 M12x45 7.24kN 0.64

UN20-060 60 210 122 48 50x6 M16x50 11.52kN 1.57

UN20-076 76 226 138 48 50x6 M16x50 11.52kN 1.69

UN20-089 89 239 151 48 50x6 M16x50 11.52kN 1.79

UN20-114 114 339 200 75 75x10 M20x60 20.10kN 5.17

UN20-140 140 365 226 75 75x10 M20x60 20.10kN 5.65

UN20-165 165 390 251 75 75x10 M20x60 20.10kN 6.13

UN20-219 219 444 305 75 75x10 M24x60 28.80kN 7.83

UN20-273 273 498 359 75 75x10 M24x60 28.80kN 8.83

UN20-324 324 549 410 75 75x10 M24x60 28.80kN 9.77

UN20-356 356 628 464 100 75x16 M30x80 45.18kN 17.04

UN20-406 406 678 514 100 75x16 M30x80 45.18kN 18.5

UN20-457 457 763 587 100 75x20 M36x100 45.18kN 24.95

UN20-508 508 814 638 100 75x20 M36x100 45.18kN 26.83

UN20-610 610 916 740 100 75x20 M36x100 45.18kN 30.61

H1

H2

H

ØD

W x T - Material
width x thickness

Holes for ØK x L long bolts.
Bolts and nuts included.

PIPE SUPPORTS – MEDIUM DUTY

Safety Factor: 2.5
Standard Finish: Galvanised

Safety Factor: 2.5
Standard Finish: Galvanised

UN21 - MEDIUM DUTY VERTICAL PIPE CLAMP

Part No.
Dimensions Load  

Capacity
Mass  
kgD A B C W x T K x L

UN21-21 21 207 71 48 32 x 5 M10 x 35 1.11kN 0.75

UN21-27 27 213 77 48 32 x 5 M10 x 35 1.11kN 0.77

UN21-34 34 220 84 48 32 x 5 M10 x 35 1.11kN 0.80

UN21-43 43 229 93 48 32 x 5 M10 x 35 1.11kN 0.84

UN21-48 48 238 102 48 40 x 6 M12 x 40 1.80kN 1.19

UN21-60 60 250 114 48 40 x 6 M12 x 40 1.80kN 1.26

UN21-76 76 266 130 48 50 x 6 M12 x 40 2.22kN 1.63

UN21-89 89 278 143 48 50 x 6 M12 x 40 2.22kN 1.73

UN21-114 114 304 168 48 50 x 6 M12 x 40 2.22kN 1.91

UN21-140 140 330 194 48 50 x 6 M12 x 40 2.22kN 2.11

UN21-165 165 468 254 75 75 x 10 M16 x 60 9.71kN 6.72

UN21-219 219 519 305 75 75 x 10 M16 x 60 9.71kN 7.65

UN21-273 273 573 359 75 75 x 10 M16 x 60 9.71kN 8.65

UN21-324 324 624 410 75 75 x 10 M16 x 60 10.79kN 9.83

UN21-356 356 662 448 75 75 x 10 M16 x 60 10.79kN 10.17

UN21-406 406 712 498 75 90 x 12 M20 x 75 11.77kN 15.87

UN21-457 457 779 565 75 90 x 12 M20 x 75 11.77kN 17.23

UN21-508 508 830 616 75 90 x 12 M20 x 75 11.77kN 18.58

C

C

D

A
B

Holes for K x L 
long bolts.

Bolts and nuts
included.

W x T Material 
width x thickness

M
ED

IU
M

 D
UT

Y
PI

PE
 S

U
PP

O
RT

S



www.unistrut.co.nz 129

C
E

L
E

B
R

A
TING 90 YEARS O

F

 S
T
R

U
T

SINCE 1924

HE
AV

Y 
DU

TY
PI

PE
 S

U
PP

O
RT

S

UN37 – SPHERICAL WASHER FOR UN38 [MI]

UN35 – EYE NUTS [HG]

H1

H
H2

ØE hole for bolt ØF

W x T - Material
width x thickness

R wide slot for nut
Part No H H1 H2 ØE ØF R W x T

Working 
Load

UN35-12-M10 70 20 30 14 12 18 40 x 6 3.60 kN 0.13

UN35-16-M12 80 25 30 18 16 20 75 x 10 5.80 kN 0.47

UN35-20-M16 90 30 35 22 20 25 90 x 12 9.72 kN 0.76

UN35-24-M20 90 30 35 26 24 31 90 x 12 14.48 kN 0.76

UN35-30-M24 120 35 50 32 30 37 100 x 20 21.84 kN 1.88

UN35-36-M30 140 40 60 38 36 47 130 x 20 32.56 kN 2.86

ØR Hole

33
Part No ØR

UN37-06 08 0.10 100

UN37-10 12 0.09 100

UN37-12 14 0.09 100

UN37-16 18 0.07 50

UN38
Swivel
Cage

UN37 Series
Spherical 
Washer

UN38 – SWIVEL CAGE [HG]

Part No A C D ØE ØR W x T

UN38-06 65 31 12 10 08 25x5 0.20 25

UN38-10 65 31 12 10 12 25x5 0.20 25

UN38-12 65 47 20 14 14 40x6 0.35 20

UN38-16 100 47 20 14 18 50x6 0.52 10

C

C

D

D

40

A

ØR hole chamfered
120o x 3 deep max

ØE holes

W x T - Material
width x thickness TYPICAL 

APPLICATION

UN30 – HEAVY DUTY SADDLE CLAMP 

PIPE SUPPORTS – HEAVY DUTY AND ACCESSORIES

Part No ØD L1 L ØE W x T
Working 

Load

UN30-168 168 260 324 22 75x10 10.87kN 3.22

UN30-219 219 310 375 22 75x10 10.87kN 4.21

UN30-273 273 364 428 22 75x10 10.87kN 4.81

UN30-324 324 415 479 22 75x10 10.87kN 5.80

UN30-356 356 447 511 22 75x10 10.87kN 6.10

UN30-406 406 497 561 26 90x12 18.78kN 9.90

UN30-457 457 548 612 26 90x12 18.78kN 11.00

UN30-508 508 600 663 26 90x12 18.78kN 12.12

ØD L1
L

W x T - Material
width x thickness

LOAD

ØE Holes

Safety Factor: 2.5
Standard Finish: Galvanised

UN31 – HEAVY DUTY TWO-PIECE PIPE CLAMP 

Safety Factor: 2.5
Standard Finish: Galvanised

Part No ØD H1 H2 W x T ØK x L
Working 

Load

UN31-168 168 318 254 75x10 M20 x 60 20.10kN 5.00

UN31-219 219 369 305 75x10 M20 x 60 20.10kN 6.00

UN31-273 273 423 359 75x10 M20 x 60 20.10kN 7.00

UN31-324 324 474 410 75x10 M20 x 60 20.10kN 8.00

UN31-356 356 512 448 75x12 M24 x 75 28.93kN 11.00

UN31-406 406 562 498 75x12 M24 x 75 28.93kN 12.00

UN31-457 457 629 565 75x16 M30 x 90 45.18kN 19.00

UN31-508 508 680 616 75x16 M30 x 90 45.18kN 20.00

UN31-610 610 782 718 75x16 M30 x 90 45.18kN 23.00

ØD

W x T  - Material
width x thickness

Holes for ØK x L long bolts.       
Nuts & Bolts included.

H2
H1
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PIPE SUPPORTS – ACCESSORIES AND BEAM ATTACHMENTS

UHS – HANGER STRAP [GB/ZP]

Part No Finish W x T ØR Length Bundle
/3m

UHS25 ZP 25 x 3.0 8 3 METRES 10 1.40

UHS32 GB 32 x 1.6 8 3 METRES 10 1.05

Hole Pitch 19

Ø8 Holes

UN44 – BEAM CLIP

Part No. ØD A B C W x T

UN44-16 M16 65 25 32 50x10 0.3

UN44-20 M20 75 30 40 75x12 0.5

UN44-24 M24 80 30 45 75x12 0.5

A

B

C

W x T - Material

width x thickness

ØD Hole

for bolt 
Note: 
Standard Finish: Heavy Duty Galvinised   

UNCL – CLEVIS HANGER [HG]

L1L

H

LOAD

ØE hole for bolt

W x T - Material
width x thickness

ØR hole for rod
Part No L L1 H ØE ØR WxT

Working 
Load

UNCL-10 35 15 70 10 12 25 x 5 1.75 kN 0.08

UNCL-12 45 20 75 14 14 40 x 5 2.17 kN 0.20

UNCL-16 48 20 100 14 18 50 x 5 2.55 kN 0.32

UNCL-20 62 32 112 22 22 75 x 10 9.08 kN 1.08

UNLP – LINK PLATE [HG]

H

H1

W x T - Material
width x thickness

ØE Holes

Part No H H1 ØE WxT

UNLP08 64 36 10 25 x 3 0.03

UNLP10 64 36 12 25 x 5 0.05

UNLP12 120 80 14 40 x 6 0.23

UNLP16 120 80 18 50 x 6 0.28

UNLP20 190 126 22 75 x 10 1.11

TYPICAL 
APPLICATION
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PIPE SUPPORTS – ACCESSORIES AND BEAM ATTACHMENTS

RH1200 – ROD HANGER MOUNTING PLATE

A
B

25

A

25

A B

25

7 x 10 Slot
(typical)

RH1200A
Central Mounting Plate

RH1200B
Vertical Mounting Plate

RH1200C
Horizontal Mounting Plate

Part No Description Thread Size Dim “A” Dim “B”

RH1200A-M8 RH1200A-M8 ROD HANGER CENTRAL MOUNT ZP M8 75mm 37.5mm

RH1200A-M10 RH1200A-M10 ROD HANGER CENTRAL MOUNT ZP M10 100mm 50mm

RH1200A-M12 RH1200A-M12 ROD HANGER CENTRAL MOUNT ZP M12 100mm 50mm

RH1200B-M8 RH1200B M8 ROD HANGER VERTICAL MOUNT ZP M8 75mm -

RH1200B-M10 RH1200B M10 ROD HANGER VERTICAL MOUNT ZP M10 100mm -

RH1200B-M12 RH1200B M12 ROD HANGER VERTICAL MOUNT ZP M12 100mm -

RH1200C-M8 RH1200C M8 ROD HANGER HORIZONTAL MOUNT ZP M8 75mm 37.5mm

RH1200C-M10 RH1200C M10 ROD HANGER HORIZONTAL MOUNT ZP M10 100mm 50mm

RH1200C-M12 RH1200C M12 ROD HANGER HORIZONTAL MOUNT ZP M12 100mm 50mm

Other finishes available. Made to order and minimum order quantities may apply.

EF1600 - FLANGE CLAMP

U

T

V

W

X
Y

Z

Product  
Code

Drop  
Rod

Tensile Loads 
Safe Working Load 

4:1(kN)

Setscrew 
Torque (Nm)

Lockout 
Torque (Nm)

T U V W X Y Z

EF1600-10 M10 2.4 8 22 45 40 22 19 22 11 10

EF1600-12 M12 3.1 8 22 50 46 25 23 28 13 10

Standard Finishes: Z.P

The simplest, quickest and most cost-effective method of suspending building services from steel beams and suitable for use 
with parallel or tapered flange beams, the EF1600 can be supplied with the back hole drilled to accept a threaded rod. The 
EF1600 uses a grade 8.8 cup point setscrew to provide a maximum bite into steelwork and maximum load performance.


